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Min

4 X 4-W4 X W4 WWF TACK 

WELD MESH TO CULVERT @

12 IN SPACING EACH WAY

Exact location & dimensions

to be determined by the Engineer

CONSTRUCTION NOTES:

xs17-060-2

CORRUGATED METAL CULVERT

DETAILS FOR INVERT REPAIR
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TEMP CULVERT

GRAVEL BAGS

EYE HOOK AND CHAIN LINK

EXIST    IN CSP

TEMP CULVERT

INVERT PAVING

EXIST BOLTS, Typ
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3
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INVERT PAVING DETAIL

TEMPORARY DEWATERING DETAIL

TEMPORARY CULVERT INSTALLATION

IN CORRUGATED METAL PIPE

TEMPORARY GRAVEL

BAG HEAD WALL AT INLET

CULVERT CONTACT GROUTING

(PAID FOR BY EXTRA WORK), Typ

        

WELD   IN Dia X   IN LONG

H4L HEADED STUDS @ 3 IN Min

APART VERTICALLY AT EACH 

CORRUGATION PEAK AT EACH 

SIDE OF INVERT

1.   Welded wire fabric (WWF) shall be tied to studs or tack welded to culvert

2.   The studs shall be placed 3 inches on center transversly (circumferentially)

3.   The concrete shall be rounded with 3 inch radius on a 1:1 bevel at the inlet & outlet 

    ends of the pipe

FILL VOIDS UNDERNEATH CULVERT

(THROUGH EXISTING OPENINGS) WITH

SLURRY CEMENT BACKFILL

(THICKNESS ABOVE CREST)

CONCRETE (Inv PAVING)

July 2011


